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Instructions to Install Vivaldi Progressive Preinfusion  

Tools required:  Phillips screwdriver, 5mm hex wrench, small metric open end 

wrenches, or small adjustable wrench 

Time Require:  20 minutes 

Skill Level:  Low 

What is Progressive Preinfusion? 

Progressive Preinfusion consists of a spring loaded piston inside a cylinder that attaches to a port 

on the side of the group head. This device is what you received from Chris Coffee and will be 

installing per the instructions below.  When the Single Cup or Double Cup buttons are pressed, the 

pump first fills the voids about the coffee puck with water. When no airspace remains, the pressure 

starts to ramp up and the piston starts to compress the spring.  As water flows into the cylinder 

above the piston, this keeps the pressure low for approximately 6 seconds until the spring is fully 

compressed, then the pressure quickly ramps to its maximum setting.  This is the preinfusion stage. 

The Installation Process 

Move whatever you need to in order to have complete access to the front, back, and right side of 

the machine (facing it from the front). 

¶ Unplug the VII. 

¶ Turn off the water to the VII. 

¶ Open the steam valve with the steam arm pointed into a suitable container until the pressure 

dissipates (unless it is already completely cool). 

bh¢9Υ  LŦ ȅƻǳΩǾŜ ƴŜǾŜǊ ǊŜƳƻǾŜŘ ǘƘŜ ŎƻǾŜǊǎ ŦǊƻƳ ȅƻǳǊ VII you should reference the following web 

page, which has labeled photos showing the locations of the various covers, panels, and screws 

referenced below:  http://www.rimpo.org/s1/S1Photos.html .  Study this web page. It might be 

good to print it out and have it on hand as you proceed with the following instructions. 

¶ Slide out the drip tray 

¶ Remove the plastic splash panel ŦǊƻƳ ǘƘŜ ŜŘƎŜ ƻŦ ǘƘŜ ŎǳǇ ǿŀǊƳŜǊ ǎƻ ƛǘ ŘƻŜǎƴΩǘ Ŧŀƭƭ ŀƴŘ ōǊŜŀƪ 

during the next step.  Remove the screw from the front edge of the metal cup warmer.   Pull up 

to remove it. 

http://www.rimpo.org/s1/S1Photos.html
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¶ Remove the two screws holding on the chrome front panel and remove the panel. 

¶ Remove the three black knurled knobs that hold on the right side panel.  Loosen the two screws 

on the bottom.  Remove the panel.  You can leave the left side panel in place. 

¶ Remove the two screws at the top front that hold on the front control panel. 

¶ Gently pull the front panel out from the machine and lower it down so you have access the 

group.  It will look like the photo below: 

 

 

¶ Use a 5mm hex key (Allen wrench) to remove the brass plug on the left side of the group head 

denoted by the arrow in the above photo. 

¶ Save this threaded plug in case you ever need to remove the Progressive Preinfusion device. 

¶ Prepare the Progressive Preinfusion cylinder for installation. 


